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4. When popup appears on the VNC interface  choose choose Load 
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6. Your PEQ is now loaded. Press CLOSE and REMOVE USB key from 

Altitude.



Adding PEQ instructions

Adding PEQ to Speakers
1. On the Speaker Declaration page press PEQ button for the speaker you 

wish to add the PEQ



Adding PEQ instructions

Adding PEQ to Speakers
1. On the Speaker Declaration page press PEQ button for the speaker you 

wish to add the PEQ

2. Popup window will appear and choose the speaker model from the list



Adding PEQ instructions

Adding PEQ to Speakers
1. On the Speaker Declaration page press PEQ button for the speaker you 

wish to add the PEQ

2. Popup window will appear and choose the speaker model from the list

3. Once selected list will disappear. Press Load



Adding PEQ instructions

Adding PEQ to Speakers
1. On the Speaker Declaration page press PEQ button for the speaker you 

wish to add the PEQ

2. Popup window will appear and choose the speaker model from the list

3. Once selected list will disappear. Press Load

4. PEQ will appear in window 

○ If using multiway speakers (and separate PEQ are not provided 

for each speaker way) press Copy to all speaker ways 



Adding PEQ instructions

Adding PEQ to Speakers
1. On the Speaker Declaration page press PEQ button for the speaker you 

wish to add the PEQ

2. Popup window will appear and choose the speaker model from the list

3. Once selected list will disappear. Press Load

4. PEQ will appear in window 

○ If using multiway speakers (and separate PEQ are not provided 

for each speaker way) press Copy to all speaker ways 

5. Press OK to confirm



Adding PEQ instructions

Adding PEQ to Speakers
1. On the Speaker Declaration page press PEQ button for the speaker you 

wish to add the PEQ

2. Popup window will appear and choose the speaker model from the list

3. Once selected list will disappear. Press Load

4. PEQ will appear in window

○ If using multiway speakers (and separate PEQ are not provided 

for each speaker way) press Copy to all speaker ways 

5. Press OK to confirm

6. PEQ icon now highlighted blue



Adding PEQ instructions
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wish to add the PEQ

2. Popup window will appear and choose the speaker model from the list

3. Once selected list will disappear. Press Load
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○ If using multiway speakers (and separate PEQ are not provided 
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5. Press OK to confirm
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7. Repeat for remaining speakers as required



Need Support?

Thank you for downloading PEQ’s

If you are having issues with any of these processes please contact: 

support@trinnov.com


